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CALTRANS SOIL & ROCK LOGGING, CLASSIFICATION, AND PRESENTATION MANUAL (2010)

PERCENT CORE RECOVERY (REC) & ROCK QUALITY DESIGNATION (RQD)

BEDDING SPACING

LEGEND OF ROCK MATERIALS

BORING

TOP _HOLE Elev

_ 2 LENGTH OF THE RECOVERED CORE PIECES (INCHES) |
REC = TOTAL LENGTH OF CORE RUN (INCHES) :

REC=100%
BEGIN/END DRILLED RaD=

INTERVAL (Typ)
2~ LENGTH OF INTACT CORE PIECES > 4 INCHES
TOTAL LENGTH OF CORE RUN (INCHES)

RQD = x 100%

ROD*  INDICATES SOUDNESS CRITERIA NOT MET.

DESCRIPTION THICKNESS / SPACING B roncous rock
MASSIVE GREATER THAN 10’ B seomentary Rock
VERY THICKLY BEDDED 3 - 10 [ METAMORPHIC RoCK
THICKLY BEDDED -3
MODERATELY BEDDED 4 -
THINLY BEDDED 1"- g
VERY THINLY BEDDED Ve -1t

LAMINATED

LESS THAN 4"

POST MILES FHEE TOTA

- T
Dist] COUNTY ROUTE TOTAL PROJECT |  No. |SHEETS

e bud
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THE ACCURACY OF COMPLETENESS OF SCANNED
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2
ROCK HARDNESS WEATHERING DESCRIPTORS FOR INTACT ROCK [+
DESCRIPTION CRITERIA DIAGNOSTIC FEATURES »
EXTREVELY HARD | CANNOT BE SCRATCHED WITH A POCKETKNIFE OR SHARP PICK. CAN ONLY BE CHIPPED CHEMICAL WEATHERING-DISCOLORATION VECHANICAL WEATHERING- TEXTURE. AND LEACHING =
WITH REPEATED HEAVY HAMMER BLOWS. AND/OR OXIDATION CRAIN. BOUNDARY CONDITIONS
DESCRIPTION GENERAL CHARACTERISTICS >
VERY HARD CANNOT BE SCRATCHED WITH A POCKETKNIFE OR SHARP PICK. BREAKS WITH REPEATED (DISAGGREGATION) PRIMARILY
HEAVY HAMMER BLOWS. BODY OF ROCK FRACTURE FOR GRANITICS AND SOME TEXTURE LEACHING =
SURFACES COARSE-GRAINED SEDIMENTS o
HARD CAN BE SCRATCHED WITH A POCKETKNIFE OR SHARP PICK WITH DIFFICULTY (HEAVY PRESSURE).
BREAKS WITH HEAVY HAMMER BLOWS. >
VODERATELY ago | CAN BE SCRATCHED WITH POCKETKNIFE OR SHARP PICK WITH LIGHT OR MODERATE FRESH e DIoee CRATION, hOT N Dy IaLoRTION ?‘%GSHETP)ARA”ON' INTACT NO CHANGE NO LEACHING HAUER RINGS WHEN CRYSTALLINE o
PRESSURE. BREAKS WITH MODERATE HAMMER BLOWS. ' ' ' ' o
CAN BE GROOVED Y INCH DEEP WITH A POCKETKNIFE OR SHARP PICK WITH MODERATE DISCOLORATION OR OXIDATION
NODERATELY SOFT | op WEAVY PRESSURE. BREAKS WITH LIGHT HAWMER BLOW OR HEAVY MANUAL PRESSURE. 15 LIVITED T SURFACE OF . | MINOR TO COMPLETE
SLIGHTLY ’ NO VISIBLE SEPARATION MINOR LEACHING HAMVER RINGS WHEN CRYSTALLINE )
SOFT CAN BE GROOVED OR GOUGED EASILY BY A POCKETKNIFE OR SHARP PICK WITH LIGHT VEATHERED OR SHORT DISTANCE FROM, DISCOLORATION OR INTACT (TIGHT) g PRESERVED OF SOME SOLUBLE| ROCKS ARE STRUCK. BODY OF
PRESSURE, CAN BE SCRATCHED WITH FINGERNAIL. BREAKS WITH LIGHT TO MODERATE MANUAL PRESSURE. EgégmgSLRSEOMDEULFLELDSPAR gﬁé@’fclg’s’“ OF MOST : MINERALS. ROCK NOT WEAKENED. -
VERY SOFT CAN BE READILY INDENTED, GROOVED OR GOUGED WITH FINGERNALL, OR CARVED WITH A : ' >
POCKETKNIFE. BREAKS WITH LIGHT MANUAL PRESSURE. Z
DISCOLORATION OR OXIDATION
EXTENDS FROM FRACTURES
MODERATELY | USUALLY THROUGHOUT; Fe-Mg :ké EIR;CCSBEFEEDSUSFEACES PARTIAL SEPARATION OF GENERALLY T LS | D T G e >
WEATHERED | MINERALS ARE "RUSTY," OXIDIZED BOUNDARIES VISIBLE. PRESERVED LEACHED TS SLIGHTLY Wit AKENED =
FRACTURE DENSITY FELDSPAR CRYSTALS ARE ' : : (=]
"cLOUDY." T
DESCRIPTION OBSERVED FRACTURE DENSITY
DISCOLORATION OR OXIDATION DULL SOUND WHEN STRUCK WITH
UNFRACTURED NO FRACTURES. THROUGHOUT; ALL FELDSPARS TEXTURE HAMNER, USUALLY CAN BE BROKEN
AND Fe-Mg MINERALS ARE ALL FRACTURE SURFACES| PARTIAL SEPARATION, Rock | ALTERED BY LEACHING OF WITH MODERATE TO HEAVY MANUAL
INTENSELY ALTERED T0 CLAY 10 soNE | job FRACTURE SURF e BiEs e Sarin | CHENICAL SOLUBLE PRESSURE OR BY LIGHT HAWMER
VERY SLIGHTLY FRACTURED CORE LENGTHS GREATER THAN 3 ft. EXTENT; OR CHEMICAL ; DISINTEGRATION | MINERALS BLOW WITHOUT REFERENCE TO
WEATHERED | B XTER s O e oeEs OXIDIZED, SURFACES CONDITIONS GRANITICS ARE Ny o PLANES. OF NEAKNESS SUGH A
FRIABLE. DISAGGREGATED. (HYDRATION,
IN-SITU DISAGGREGATION, ARGILLATION). | COMPLETE. INCIPIENT OR HAIRLINE FRACTURES,
SLIGHTLY FRACTURED CORE LENGTHS MOSTLY FROM 1 T0 3 ft. SEE GRAIN BOUNDARY OR VEINLETS. ROCK IS
CONDITIONS. SIGNIFICANTLY WEAKENED.
MODERATELY FRACTURED CORE LENGTHS MOSTLY FROM 4 INCHES TO 1 ft. DISCOLORED OR OXIDIZED
THROUGHOUT, BUT RESISTANT RESEMBLES A SOIL, PARTIAL
CAN BE GRANULATED BY HAND.
MINERALS SUCH AS QUARTZ COMPLETE SEPARATION OR COMPLETE REMNANT ROCK
INTENSELY FRACTURED CORE LENGTHS MOSTLY FROM 1 TO 4 INCHES. DECOMPOSED | NAY BE UNALTERED; ALL OF GRAIN BOUNDARIES STRUCTURE NAY BE PRESERVED; RESISTANT MINERALS SUCH AS

VERY INTENSELY FRACTURED MOSTLY CHIPS AND FRAGMENTS.

FELDSPARS AND Fe-Mg
MINERALS ARE COMPLETELY
ALTERED TO CLAY.

(DISAGGREGATED). LEACHING OF SOLUBLE

MINERALS USUALLY COMPLETE.

QUARTZ MAY BE PRESENT AS
"STRINGERS" OR "DIKES."
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